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BactiZapper™ 
Infrared Sterilization 

Features 
 
 Complete sterilization in 5-7 seconds 
 Safe, convenient with no spatter 
 Ideal for platinum loops, needles and tube mouths 

 

 
Overview 
 
The BactiZapper™ has an asbestos-free core element that uses infrared 
heating to produce 815°C (1500°F). It completely sterilizes in 5-7 seconds. 
The BactiZapper™ uses well-proven technology to provide instant 
sterilization of nichrome and platinum inoculating loops, needles, glass 
tube/pipette mouths and various metal & borosilicate glass instruments 
used in quality control and research. It also has a lower temperature 
setting (500°C) that can be used as a "standby" and extends usable life. 
 
The ceramic heating element is safely enclosed in a perforated stainless 
steel guard chamber, protecting users from accidental contact with the 
extreme temperatures of the core area. It is extremely compact, 
convenient and can be used in anaerobic and aerobic chambers. 
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Technical Data 

 
High Temp. Setting 815°C / 1500°F 
Low Temp. Setting 500°C / 950°F 
Sterilization Time 5-7 sec 
Chamber Diamete 0.55in / 14mm 
Chamber Length 6.2in / 157mm 
Dimensions 
(w x d x h) 

4 x 6 x 6.5in 
10.2 x 15.2 x 16.5cm 

Weight 3lbs / 1.3kg 
Electrical 120V or 230V, 50-60Hz 50W 
Warranty 1 Year 
 
Ordering Info 
 
Item Description 
PL.B1000-E BactiZapper™ Sterilizer 
PL.B1000-01 Loop holder attachment 
PL.B1000-03 Slide dryer attachment, for 3 slides 
PL.B1000-HI Replacement heating element, 230V 
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BeadBug™ 
Homogenizer 

Features 
 
 Extremely powerful mixing for lysis, grinding or homogenization 
 Faster and more effective than tissue grinders 
 Mix 1, 2 or 3 tubes simultaneously 
 Extremely compact, less than 7 inches wide 
 Eliminates contamination associated with hand held homogenizers 
 

 
 
Overview 
 
The BeadBug™ is a high energy bench top homogenizer that sets the 
performance standard for personal sized cell disruption and lysis 
instruments. Simultaneous homogenization of up to 3 samples takes place 
(often within 45 seconds) inside the disposable 2 mL screw cap microtubes. 
The optimized mixing motion causes rapid cell disruption through constant 
high velocity impact from the hardened micro-beads chosen specifically for 
your sample type. Developed for samples too tough to be homogenized in 
a common lab vortexer, the BeadBug™ provides a convenient and 
economical alternative to the traditional, over-priced homogenizers on the 
market today. With up to three tube capacity and a foot print of just 7 x 8 
in, the BeadBug™ is the ideal homogenizing instrument for low to medium 
throughput laboratories.  
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Technical Data 
 
Speed Range 2700 to 4000 rpm 
Capacity 3 x 2.0mL (Screw Cap / Non-Skirted) 
Timer 3 sec to 3 min 
Dimensions 
(w x d x h) 

6.9 x 8.3 x 5.3in 
17 x 21 x 13.5cm 

Weight 5lbs / 2.2kg 
Warranty 2 Years 
 
Ordering Info 
 
Item Description 
PL.D1030-E BeadBug™ Microtube Homogenizer, 115V 
Prefilled Tube Kits, Pack of 50 
(non-skirted with caps)  

PL.D1031-01 Standard Glass Beads, Ø: 0.1mm 
PL.D1031-05 Standard Glass Beads, Ø: 0.5mm 
PL.D1031-10 Standard Glass Beads, Ø:1.0mm 

PL.D1032-01 Triple-Pure High Impact Zirconium Beads, 
Ø: 0.1mm 

PL.D1032-05 Triple-Pure High Impact Zirconium Beads, 
Ø: 0.5mm 

PL.D1032-10 Triple-Pure High Impact Zirconium Beads, 
Ø: 1.0mm 

PL.D1032-15 Triple-Pure High Impact Zirconium Beads, 
Ø: 1.5mm 

PL.D1032-30 Triple-Pure High Impact Zirconium Beads, 
Ø: 3.0mm 

PL.D1032-SK 
Triple-Pure High Impact Zirconium Beads, 
Starter Kit, 10 each of Ø: 0.1. 0.5, 1.0, 1.5 
and 3.0mm 

PL.D1033-28 Stainless Steel (Acid-Washed) beads, 
Ø:2.8mm 
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BeadBug™ Tubes held in position 

BeadBug™ Tube Series 
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BenchMixer™  
New standards in vortex mixing 

Features 

 Powerful motor for INSTANT vortexing 
 Continuous or "touch" operation 
 Q-Drive™ dynamic balancing system 
 Variable speed from 200 to 3200 rpm 
 Wide variety of accessories 

 

Overview 

The BenchMixer™ sets the new standard in vortex mixing. With advanced 
Q-Drive™ technology, the BenchMixer™ provides smooth instant vortexing 
of even the largest sample sizes, including full 50ml tubes. The unique 
counter-balance system creates maximum vortexing action, while 
minimizing noise and excessive vibration. This results in quieter, more 
efficient and longer lasting operation. Other features include: "no-walk" 
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suction feet, cold room/incubator compatibility and spill-proof electronic 
controls. 

Technical Data 

 
Speed 200 to 3200 rpm 
Operating modes Touch or continuous 
Orbit 3mm 
Operating Temp. Range +4 to +65°C 
Dimensions 
(w x d x h) 

5 x 6.3 x 6.7in 
13 x 16 x 17cm 

Weight 8.4lbs / 3.8kg 
Electrical 115V or 230V,  50-60Hz, 180W 
Warranty 2 Years 
 
Ordering Info 
 
Item Description 
PL.BV1000-E BenchMixer™ Vortex Mixer 

PL.BV1000-FLAT Optional 3 in flat head attachment 

PL.BV1000-COMBO 
Optional combination head for one 
microplate & microtubes (38 x 1.5mL & 
28 x 0.5mL) 

PL.BV1000-H15 Optional attachment, 12 x 1.5mL, 
horizontal 

PL.BV1000-H150 Optional attachment for 4 x 15mL, 
horizontal 

PL.BV1000-H500 Optional attachment for 2 x 50mL, 
horizontal 
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BenchMixer XL™ 
Heavy duty vortex mixing 

Features 

 Hands-free, high capacity vortexing 
 Up to 2500 rpm, a true vortex in every tube 
 Assortment of accessories for a variety of tubes, flasks & plates 
 Pulsing program for interval mixing 
 Fits almost any tube rack 

 
 
Overview 
 
The BenchMixer XL™ is a heavy duty vortex mixer designed to facilitate 
hands-free mixing in tubes, flasks, vials or cylinders. It is ideal for the 
QuEChERS pesticide analysis method and is instantly adaptable to an 
exceptionally broad range of vessels, racks and applications (horizontal or 
vertical). The precisely balanced drive system includes an oversized motor 
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that delivers accurate, reproducible speeds up to 2500rpm with rattle-free 
operation and minimal vibration. The programmable pulsing function 
allows for time specific interval mixing, increasing agitation. 
 
The 7x12 inch platform accommodates a wide variety of standard, pre-
drilled tube racks (a complete listing can be found in the ordering 
information section below). Additionally, BenchMixer XL™ can easily be 
adapted to almost any type of vessel commonly found in the laboratory 
(contact us for details). 
 
Using BenchMixer XL™ is easy; after loading the sample rack and tightening 
the locking knobs, select the desired speed and run time on the large 
digital control panel. Then, simply press "Start" and the BenchMixer XL™ 
will perform unattended mixing for up to 100 hours. The large capacity and 
adaptability make it an ideal choice for any laboratory. 
 
 
Technical Data 
 
Speed Range 500 to 2500 rpm 
Capacity 6 x 250mL 
Orbit 3.6mm 
Timer 1 min to 99 hr 59min 
Platform Dimensions 
(w x d) 

12 x 7in 
30 x 17.8cm 

Dimensions 
(w x d x h) 

15 x 9.2 x 16.5in 
38.5 x 23.5 x 42cm 

Weight 29lbs / 13kg 
Electrical 100V or 240V, 50-60Hz 
Warranty 2 Years 
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Ordering Info 
 
Item Description 

PL.BV1010-E BenchMixer XL™ Multi-Tube Vortexer, 115V 
Includes, 50 x 12mm tube rack 

Available Racks  
PL.BV1010-05 Tube Rack, 96 x 0.5mL, (Ø: 8mm) 
PL.BV1010-1520 Tube Rack, 96 x 1.5mL / 2.0, (Ø: 10mm) 
PL.BV1010-12 Tube Rack, 50 x 12mm (included) 
PL.BV1010-13 Tube Rack, 50 x 13mm 
PL.BV1010-150 Tube Rack, 50 x 15mL, (Ø:16.58mm) 
PL.BV1010-500 Tube Rack, 15 x 50mL, (Ø: 29mm) 
PL.BV1010-25 Tube Rack, 15 x 25mm 
PL.BV1010-50H Tube Rack, 9 x 50mL horizontal, (QuEChERS method) 
PL.BV1010-V50 Tube Rack, 6 x 50mL, volumetric flask 
PL.BV1010-V125 Tube Rack, 6 x 125mL, volumetric flask 
PL.BV1010-V250 Tube Rack, 6 x 250mL, volumetric flask 
PL.BV1010-MP Rack for up to 3 microplates or 96 well microtube racks 
PL.BV1010-MP02 Carrier for above, 96 x 0.2mL tubes or strips (3pk.) 
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BenchRocker 3D™ 
3 Dimensional tube rocking 

Features 
 
 Adjustable speed & tilt for a wide range of applications 
 Large 12 x 12 inch work surface 
 Insta-TILT™ technology for instant adjustment to the tilt angle 
 Dual platform accessory doubles work surface 
 Cold room and incubator safe 

 

 
 
Overview 
 
The BenchRocker 3D™ is designed to provide the precise speeds and tilt 
angles required for a broad range of molecular and biological mixing 
applications. The user can adjust both parameters to match the vessel size 
and the volume of liquid being mixed, yielding optimum results. 
Proprietary InstaTilt™ technology means no tools, no disassembly. Simply 
grip the platform with two hands and move to the desired position. 
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This model includes both flat and dimpled (autoclavable) mats for mixing a 
wide variety of tubes and other vessels. Stacking platforms can be 
purchased as accessories, effectively doubling the usable surface area of 
each model. BenchRocker 3D™ features a maintenance free, brushless 
motor, capable of loads up to 4.4 lbs. and is safe for use in cold rooms and 
incubators. 
 
 
Technical Data 
 
Speed Variable, 2 to 30 rpm 
Tilt Angle Variable, 0° to 30° 
Platform Size 
(w x d) 

12 x 12in 
30 x 30cm 

Load Capacity 5lbs / 2.3kg 
Operating Temp. Range +4 to +65°C 
Dimensions 
(w x d x h) 

12 x 12 x 8in 
30 x 30 x 20cm 

Weight 7.5lbs / 3.4kg 
Electrical 115V or 230V, 50-60Hz, 50W 
Warranty 2 Years 
 
Ordering Info 
 
Item Description 
PL.B3D2300-E BenchRocker 3D™ Rocker with flat mat 
PL.BR1000-STACK Optional stacking platform with flat mat 
PL.BR1000-STACK-D Optional stacking platform, dimpled mat 
PL.B0718 Optional bungee cord to secure vessels 4/pk 

PL.B2000-SP STACK-PLUS extender set, adds 1.25 inch 
clearance to stacking platform 
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CoolCube™ 
Cold storage 

Features 
 
 Maintains 0°C for up to 4 hours 
 Also for use as a PCR workstation 
 Two sides, ideal for: 

o 1.5 & 2.0mL microtubes 
o 0.2mL PCR tubes & strips 
o 96 well PCR plates 

 

 
 
Overview 
 
The CoolCube™ is designed to store samples safely on the lab bench 
without sample degradation due to temperature increase or fluctuation. 
Simply place the CoolCube™ in a freezer overnight and it's ready for use, 
keeping samples cold, but not frozen maintaining temperature at 
approximately 0° C for up to four hours. 
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Technical Data 
 
Temperature 0°C for up to 4 hours 
Capacity (side 1) 36 x 1.5/2.0mL tubes 

Capacity (side 2) 

96 x 0.2mL tubes 
12 x 0.2mL strips 
1 x 96 well PCR plate 
10 x 1.5/2.0mL 

Dimensions 
(w x d x h) 

5.6 x 5.6 x 2.5in 
14.3 x 14.3 x 6.4cm 

Weight 2lbs / 1kg 
Warranty 2 Years 
 
 
 
Ordering Info 
 
Item Description 
PL.R1000 CoolCube™ microtube and PCR plate cooler 
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Digital Dry Bath 
Dry heat 

Features 
 
 Digital accuracy and convenience 
 Single, double and four block capacity 
 Assorted blocks for a wide variety of tube sizes 
 Custom blocks available upon request 

 

 
 
Overview 
 
Digital Dry Baths provide accurate "set and walk away" digital temperature 
selection, eliminating the need for external thermometers and repetitive 
"fine tuning" of a temperature control knob. Simply enter the desired 
temperature on the digital touchpad and the Benchmark Dry Bath provides 
accurate temperature with real time monitoring that continuously 
maintains the selected temperature within ±0.2°C. In addition, a digital 
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timer is built into the touchpad display. Although it is not designed to shut 
off the heater, it can be used to alert the user that a chosen time interval 
has timed out. 
 
The cavities of the high grade aluminum blocks are precision machined to 
match the conical size and shape of 0.5, 1.5, 2.0, 15 and 50ml tube sizes, 
providing unsurpassed temperature transfer. Assorted blocks are available 
for compatibility with nearly all common laboratory tubes and plates. 
Custom blocks are also available upon request. 
 
All dry baths offer a built-in user recalibration function, to guarantee long 
term temperature accuracy. Each dry bath includes an easy to use block 
lifter, with a temperature insulated handle for quick, convenient exchange 
of blocks, even while they're still hot. 
 
 
Technical Data 
 
Model Single Dual Four 

Temp. Range Ambient +5 to 
150°C 

Ambient +5 to 
150°C 

Ambient +5 to 
150°C 

Temp. 
Accuracy 

+/- 0.2°C +/- 0.2°C +/- 0.2°C 

Temp. 
Increments 

0.1°C 0.1°C 0.1°C 

Temp. 
Uniformity 

+/- 0.2°C +/- 0.2°C +/- 0.2°C 

Timer 1 to 999 minutes 1 to 999 minutes 1 to 999 
minutes 

Dimensions 
(w x d x h) 

7.8 x 9 x 3.2in 
20 x 23 x 8cm 

8.7 x 10.3 x 3.2in 
22 x 26 x 8cm 

8.7 x 14 x 3.2in 
22 x 35.5 x 8cm 

Block 
Dimensions 
(w x d) 

3 x 3.75 x 2in 
7.6 x 9.5 x 5cm 

3 x 3.75 x 2in 
7.6 x 9.5 x 5cm 

3 x 3.75 x 2in 
7.6 x 9.5 x 5cm 

Electrical 120 or 230V, 50- 120 or 230V, 50- 120 or 230V, 50-
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60Hz. 350W 60Hz. 600W 60Hz. 1000W 
Warranty 2 Years 2 Years 2 Years 
Ordering Info 
 
Item Description 
PL.BSH1001-E Digital Dry Bath, single position 
PL.BSH1002-E Digital Dry Bath, dual position 
PL.BSH1004-E Digital Dry Bath, four position 
 
Available Blocks 
 
Item Description 
PL.BSW1500 Block, 24 x 1.5mL 
PL.BSW1520 Block, 24 x 1.5/2.0mL 
PL.BSW05 Block, 24 x 0.5mL 
PL.BSW15 Block, 12 x 15mL (block height: 3.25in) 
PL.BSW50 Block, 5 x 50mL (block height: 3.25in) 
PL.BSW10 Block, 20 x 10mm (or 20 x 2.0mL) 
PL.BSW13 Block, 20 x 13mm (or 20 x 5/7mL blood tube) 
PL.BSW1516 Block, 12x15-16mm (or 12x10mL blood tube) 
PL.BSW02 Block, 48 x 0.2mL tubes or 6 PCR strips 
PL.BSWPCR2 Block, 1 x 96-well PCR plate (2&4 block models only) 
PL.BSWPCR1 Block, 1 x 96-well PCR plate (Single block model only) 
PL.BSWMT Block, 1 x Micro Plate (2 & 4 block models only) 
PL.BSW01 Block, solid, for slides or custom machining 
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Digital Hotplates & Stirrers 
Full range available 

Features 
 
 Large backlit LCD display 
 Ceramic work surface, 6.5 x 6.5 in. 
 Safety LED indicates hot surface 
 Control actual temperature (with optional probe) 
 Three models: heat-stir, heat only or stir only 

 

 
 
Overview 
 
Benchmark hotplates, stirrers and hotplate-stirrers feature an 
exceptionally durable, chemical resistant, white ceramic work surface. 
Their space-efficient design (7 X 10.5 in. footprint), makes them ideal for 
use on crowded benchtops and inside bio-hoods. 
 
Advanced microprocessor controls allow quick, precise adjustment of 
speed and temperature. The large, backlit LCD display provides constant 
visualization of the speed and temperature while a safety LED indicates 
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when the top plate is above 50°C. In addition, an optional probe is 
available for applications that require precise temperature control. When 
connected, the probe provides direct feedback to the microprocessor, 
which continuously adjusts and maintains the selected temperature in the 
sample within +/- 0.5°C.  
 
With a square 6.5 in. work surface, all three models are compatible with a 
wide variety of popular sizes of borosilicate glass beakers, flasks, bottles 
and other vessels. An optional support rod (H3760-ROD) is available for 
mounting thermometers, temperature probes, etc. 
 

 
Technical Data 
 
Temp. Range Ambient +5 to 380°C 
Speed Range 200 to 1500 rpm 
Platform Dimensions 
(w x d) 

6.5 x 6.5in 
16.6 x 16.5cm 

Operating Temp. Range +4 to +65°C 
Dimensions 
(w x d x h) 

7 x 10.5 x 4in 
18 x 26 x 10.1cm 

Weight 5 lbs / 2.2kg 
Electrical 120 or 230V, 50-60Hz 500W 
Warranty 2 Years 
 
Ordering Info 
 
Item Description 
PL.H3760-HS-E Benchmark Digital Hotplate & Stirrer 
PL.H3760-H-E Benchmark Digital Hotplate 
PL.H3760-TP-E Optional Temperature Probe 
PL.H3760-S-E Benchmark Digital Magnetic Stirrer 
PL.H3760-ROD-E Optional Support Rod 
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MyBath™ 4L 
Compact, controlled and economical 
Features: 
 
 Digital accuracy and convenience 
 Includes tube racks for 1.5/2.0mL, 15mL and 50mL tubes 
 Quik-CAL™ user calibration function 
 Hinged lid is also removable 
 Less than 8" wide 

 

 
 
Overview 
 
This compact 4L water bath features easy to use controls that allow the 
user to digitally select and monitor temperature. Its hinged lid provides a 
secure, covered environment and can be flipped open (to the rear) or 
completely and instantly removed at the user's option.  
 
The MyBath™ is also the only water bath that comes with test tube racks 
for 50mL, 15mL and 1.5/2.0mL tubes, making it complete and ready to use. 
Designed with the laboratory in mind, the MyBath™ 4L is the complete 
personal water bath. 
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Technical Data 
 
Temp. Range Ambient +5 to 100°C 
Temp. Accuracy +/- 0.2°C 
Temp. Increments 0.1°C 
Temp. Uniformity +/- 0.2°C 
Capacity 4L 
Dimensions 
(w x d x h) 

7.7 x 13.9 x 9in (H: 12.2in with lid) 
19.5 x 35 x 23cm (H: 31cm with lid) 

Chamber Stainless Steel 
Chamber Dimensions 
(w x d) 

5.3 x 9.4 x 5.5in 
13.5 x 24 x 14cm 

Weight 15lbs / 6.5 kg 
Electrical 115V or 230V, 50-60Hz, 400W 
Warranty 2 Years 
 
Ordering Info 
 
Item Description 
PL.B2000-4-E MyBath™ 4L Digital Water Bath 
PL.B2000-T5 Optional tube rack for 40 x 0.5mL tubes 
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MC-12™ 
High speed microcentrifuge 

Features 

 12 tube capacity / Up to 16,100xg 
 Less than 9 in. wide 
 Quick deceleration 
 Whisper quiet operation 

 

Overview 

Benchmark's MC-12™ is the first and only compact microcentrifuge capable 
of achieving centrifugal speeds up to the critical threshold of 16,000 xg, 
often held as the standard for many molecular biology/DNA protocols. It's 
brushless, maintenance free drive system makes it powerful, yet compact 
enough to allow each work station to be fully equipped with a personal 
centrifuge. 

The MC-12™ defines a new class of microcentrifuge: compact, quick, 
powerful and affordable. All aspects of microcentrifuge performance were 
taken into consideration and no compromises were made. In addition to its 
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unsurpassed speed, the MC-12™ also delivers shortened 
acceleration/deceleration times, whisper quiet operation and its 
computer-designed airflow pattern minimizes sample temperature 
increases during longer runs at high speeds. 

All operating parameters are set using a single, conveniently located 
control knob and the large, bright LCD provides a clear indication of time 
and rpm or g-force. A separate momentary spin button permits instant spin 
downs, without setting or disturbing any preset parameters. The aircraft 
grade aluminum rotor accepts 1.5 to 2.0ml tubes directly, as well as 0.5 
and 0.2ml tubes with optional adapters. For applications requiring sub-
ambient temperatures, the MC-12™ is cold room safe. 

Technical Data 

Speed 15,500 rpm / 16,100 xg 
Capacity  12 x 1.5/2.0mL tubes 
Accel. / Decel. 10 sec. / 12 sec. 
Speed Increment 100rpm or 100rcf 
Timer 20 sec. to 99 min. or continuous 
Dimensions 
(w x d x h) 

10.6 x 8.7 x 5.9in 
27 x 22 x 15cm 

Weight 10.5 lbs. / 4.8 kg 
Electrical 100-240V, 50-60 Hz, 300W 
Warranty 1 Year 
 
Ordering Info 

Item Description 

PL.C1612-E MC-12™ High Speed Microcentrifuge with 
12 x 1.5/2.0ml rotor, 115V 

PL.C1008-A5-6-E Replacement adapter pack, 0.5mL 6/pk. 
PL.C1008-A2-6-E Optional 0.2ml adapters for 6/pk. 
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MyFuge™ Mini 
Compact, personal and functional  

Features 
 
 Eight position microtube rotor 
 Storage compartment for PCR rotor 
 Near silent operation 
 Starts and stops in seconds 
 Conserves valuable bench space 

 
Overview 
 
The MyFuge™ Mini centrifuge is a personal centrifuge that virtually fits in 
the palm of your hand. Ideal for quick spin downs of microtubes and PCR 
tubes, the MyFuge™ is extremely easy to use. Simply close the lid and the 
rotor instantly reaches 6,000 rpm. Open the lid, and the rotor quickly 
decelerates to a stop for removing samples. 
 
An increased capacity, eight-position microtube rotor is included and 
comes installed. Also included is a second rotor for 0.2ml PCR tubes and 
strips which is stored (together with the rotor removal key) in a 
convenient compartment on the bottom of the centrifuge. When the rotor 
is not in use, storage in this compartment prevents loss or misplacement of 
the rotor.  
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Technical Data 
 
Speed 6,000 rpm / 2,000 xg 

Capacity 
  

8 x 1.5/2.0mL tubes 
16 x 0.2mL tubes 
2 x PCR Strips 

Dimensions 
(w x d x h) 

4.5 x 5.9 x 4.5in 
11.4 x 15 x 11.4cm 

Weight 2.2lbs / 1kg 
Electrical 100V or 240V, 50-60Hz, 250W 
Warranty 1 Year 
 
Ordering Info 
 
Item Description 
PL.C1008-C-E MyFuge™ Mini Centrifuge, clear lid 
PL.C1008-B-E MyFuge™ Mini Centrifuge, blue lid 
PL.C1008-G-E MyFuge™ Mini Centrifuge, green lid 
PL.C1008-P-E MyFuge™ Mini Centrifuge, purple lid 
PL.C1008-R-E MyFuge™ Mini Centrifuge, red lid 
PL.C1008-A5-8 Replacement adapter pack, 0.5mL 8/pk. 
PL.C10008-A2-8 Replacement adapter pack, 0.2mL 8/pk. 
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MyTemp™ Mini Incubator 
Simple, compact, affordable 

Features 
 
 Digital temperature control 
 Personal sized, 13 x 14.5" footprint (20L) 
 Accepts bottles and flasks up to 2L 
 Two models: Heat Only or Heat/Cool 
 Internal outlet, for installation of shaker, rockers, etc. 
 

 
 
Overview 
 
With digital temperature control, the MyTemp™ incubators provide 
convenient "set and walk away" operation, eliminating the need for 
external thermometers and repetitive "fine tuning" of an analog control 
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knob. Simply choose the desired temperature and the incubator 
immediately begins to heat up (or cool down, -HC model only) while 
accurately monitoring the chamber temperature and conveniently 
displaying the temperature in real time on the large LED control panel. 
 
Despite a modest footprint of 14.5 x 13", the MyTemp™ incubators feature 
large internal chambers, capable of storing flasks and bottles up to 2 liter. 
In addition, the incubators include two adjustable shelves and an internal 
outlet for powering smaller shakers, rockers and other instrumentation. A 
mini nutating rocker (supplied with both flat and dimpled mats) is available 
for agitation of samples during incubation. 
 
Technical Data 
 
Temp. Range (H) Ambient +1°C to 60°C 
Temp. Range (HC) Ambient -15°C to 60°C* 
Temp. Accuracy 0.5°C (at 37°C) 
Temp. Uniformity +/- 1°C (at 37°C) 
Temp. Increment 1°C 
Platform Dimensions 
(w x d) 

9.5 x 11.5in 
23.5 x 29cm 

Operating Temp. Range +4 to +65°C 
Exterior 
(w x d x h) 

13.2 x 14.5 x 18.7in 
33.5 x 37 x 47.5cm 

Interior 
(w x d x h) 

10.3 x 9.3 x 12.8in 
26 x 23.5 x 32.5cm 

Capacity 20L, (0.75 cu. ft.) 
Weight 15lbs / 6.5kg 
Electrical 100V or 240V, 50-60Hz 
Warranty 2 Years 

  * Minimum temperature is approx. 7°C in 
22°C room temp. 
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Ordering Info 
 
Item Description 
PL.H2200-H-E MyTemp™ Mini Digital Incubator, Heat Only 

PL.H2200-HC-E MyTemp™ Mini Digital Incubator, Heat and 
Cool 

Optional Accessories   

PL.H3D1020 Mini Nutating Mixer with flat cord, 8 x 6in 
platform with dimpled and flat mats, 115V 

PL.H3D1020-E Mini Nutating Mixer with flat cord, 8 x 6in 
platform with dimpled and flat mats, 230V 

PL.H2200-SH Extra shelf, 10.5 x 8 in 
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Orbi-Shaker™ 
Popular for high capacity 

Features 
 
 High capacity, up to 9 x 500mL, 5 x 1L or 2 x 2L 
 Horizontally circular 19mm orbit for aeration and mixing 
 Digital speed control up to 300 rpm 
 Instantly exchange flask clamps with MAGic Clamp™ accessories 

 

 
 
Overview 
 
The powerful Orbi-Shaker™ is capable of mixing a 14lbs load capacity up to 
speeds as high as 300 rpm. The standard platform (included) features a 
non-slip, rubber coated surface, ideal for tissue culture flasks, petri dishes 
and staining trays. 
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The convenient MAGic Clamp™ platform is also available for use with 
Erlenmeyer flasks and test tube racks. The unique, magnetic attachment 
method is the easiest way to instantly change between flask clamps of 
different sizes. 
 
Technical Data 
 
Speed Variable, 30 to 300 rpm 
Orbit 19mm 
Max. Capacity 5 x 1L (14lbs / 6kg) 
Speed Increment 1 rpm 

Platform Dimensions 
(w x d) 

13 x 12in (Included) 
33 x 30cm (Included) 
14 x 12in (MAGic Clamp™) 
35 x 30cm (MAGic Clamp™) 

Operating Temp. Range +4 to +65°C 
Dimensions 
(w x d x h) 

11 x 13 x 3in 
28 x 33x 7.5cm 

Weight 25lbs / 11.25kg 
Electrical 120V or 230V, 50-60Hz 600W 
Warranty 2 Years 
 
Ordering Info 
 
Item Description 
PL.BT3000-E Orbi-Shaker™ with flat mat platform 
Optional Platforms  

PL.BT3000-MR MAGic Clamp™ universal platform for flasks 
and tube racks (14 x 12in) 

PL.H1000-P-SP Universal spring platform for unique vessels 
PL.H1000-P-MP Dedicated platform for 4 microplates 
PL.H100-P-125 Dedicated platform, 12 x 125mL 
PL.H1000-P-250 Dedicated platform, 8 x 250mL 
PL.H1000-P-500 Dedicated platform, 5 x 500mL 
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MAGic Clamp™ Accessories 
 
Item Description 

PL.H1000-MR MAGic Clamp™ universal platform for flasks and 
tube racks 

MAGic Clamp™ Flask 
Clamps  

PL.H1000-MR-50 Flask clamp for PL.H1000-MR, 50mL, max.20 
PL.H1000-MR-125 Flask clamp for PL.H1000-MR, 125mL, max.12 
PL.H1000-MR-250 Flask clamp for PL.H1000-MR, 250mL, max.8 
PL.H1000-MR-500 Flask clamp for PL.H1000-MR, 500mL, max.5 
PL.H1000-MR-1000 Flask clamp for PL.H1000-MR, 1L, max.4 
MAGic Clamp™ Tube 
Racks  

PL.H1000-MR-T1550 Tube Rack for PL.H1000-MR, 21 x 15mL & 12 x 
50mL, max. 2 

PL.H1000-MR-T15 Tube Rack for PL.H1000-MR, 32 x 15mL, max. 2 
PL.H1000-MR-T50 Tube Rack for PL.H1000-MR, 15 x 50mL, max. 2 
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Tube Rocker 
Ideal tilt and angle for tube agitation 

Features 
 
 Ideal for tube sizes 1.5mL to 50mL 
 Optimized speed and tilt angle for thorough mixing in sample tubes 
 Cold room and incubator safe 
 No adapters or mounting hardware required 

 

 
 
Overview 
 
The TubeRocker Mini is designed to provide the ideal speed and tilt angle 
(24 rpm / 30°) for agitation of sample tubes. The grooved design of the 
included rubber mat properly secures all tube sizes ranging from 1.5mL to 
50mL, without the use of added straps or bands. There are no complicated 
controls, no settings or adjustments to be made; just press the power 
switch and let it rock. Small in size (only 5 x 13in) and able to 
withstand  temperatures from 4ºC to 65ºC, the TubeRocker Mini  is small 
enough to fit on any lab bench and can conveniently  be placed inside a 
cold room, refrigerator or laboratory  incubator.  
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Technical Data 
 
Speed Fixed, 24 rpm (20 rpm, 230V) 
Tilt Angle +/- 30° 
Platform Size 
(w x d) 

12 x 4.5in 
30 x 11.4cm 

Load Capacity 4lbs / 2kg 
Operating Temp. Range +4 to +65°C 
Dimensions 
(w x d x h) 

13.3 x 5.3 x 4in 
33.6 x 13.5 x 10cm 

Weight 4lbs / 2.2kg 
Electrical 115V or 230V, 50-60Hz, 50W 
Warranty 2 Years 
 
Ordering Info 
 
Item Description 

PL.M2100-E TubeRocker Platform Rocker with 
grooved mat 
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Tube Roller 
Ideal for gentle rotation of samples 

Features 
 
 Gentle rolling motion 
 Smooth +/-5° tilt action 
 For tubes / bottles 8mm - 200mm diameter 
 Two models: 5 roller and 10 roller 

 

 
 
Overview 
 
TubeRollers are designed for the gentle, thorough mixing of a variety of 
containers, including Vacutainers™, bottles, test tubes, centrifuge tubes 
and roller bottles. Both models (5 rollers and 10 rollers) operate at a 
constant 38 rpm, chosen as the optimum speed for the broadest range of 
mixing requirements. 
 
As the roller mechanism rotates through each complete revolution, the 
right side of each roller is gently elevated about 0.5 in (13mm) and returns 
to the horizontal starting position. This additional, gentle up/down motion 
provides a "wave" effect and guarantees that the entire sample is 
subjected to complete, thorough mixing, end to end. 
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This built in tilt feature provides a level of homogeneous mixing uniformity 
that cannot be matched by any stationary roller apparatus. From blood 
collection tubes to roller bottles, Benchmark TubeRollers are the 
ideal choice for research, clinical laboratories and doctors' offices. 
 
 
Technical Data 
 
Model TubeRoller (5 rollers) TubeRoller (10 rollers) 
Speed Fixed, 38 rpm (+/- 10%) Fixed, 38 rpm (+/- 10%) 
Tilt Angle +/- 5° +/- 5° 
Motion Simultaneous roll & tilt Simultaneous roll & tilt 
Operating Temp. 
Range +4 to +40°C +4 to +40°C 

Dimensions 
(w x d x h) 

18 x 7 x 3.5in 
45 x 18 x 9cm 

18 x 14 x 3.5in 
45x 36 x 9cm 

Number of Rollers 5 10 
Weight 11lbs / 5kg 17.6lbs / 8kg 
Roller Dimensions 
(w x d) 

12 x 12.5in 
3 x 32cm 

12 x 12.5in 
3 x 32cm 

Vessels Accepted 8mm to 200mm 
(diameter) 

8mm to 200mm 
(diameter) 

Roller Spacing 5mm (rollers are on 
35mm centers) 

5mm (rollers are on 
35mm centers) 

Electrical 115V or 230V, 50-60Hz 115V or 230V, 50-60Hz 
Warranty 2 Years 2 Years 
 
Ordering Info 
 
Item Description 
PL.R3005-E TubeRoller with 5 rollers 
PL.R3010-E TubeRoller with 10 rollers 
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Vornado™ 
Minature Vortex Mixer 
 
Features 
 
 Powerful vortexing for tubes up to 50ml 
 Insta-Touch™ pressure activated operation 
 Very compact, less than 4” wide 
 Fits in the palm of your hand 
 2 Year guarantee 
 5 Jazzy colours available to coordinate your application. Grey, blue, 

green, purple, red. 
 

 
 
Overview 
 
Powerful is the best word to describe this mini vortexer. With a 4mm orbit 
and fixed speed of 2800rpm, the Vornado™ instantly vortexes even the 
largest samples, including nearly full 50 ml tubes. Despite its powerful 
motor, the Vornado™ has a footprint of less than 4x4 inches, allowing it to 
fit on even the most crowded bench. Insta-Touch™ operation means that 
the motor is automatically activated with slight pressure on the center cup 
head. Operation is smooth, quiet and efficient. When pressure is removed, 
operation immediately ceases. 
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The Vornado™'s unique head design prevents liquids from entering the 
housing, prolonging motor life. 
 
Technical Data 
 
Speed 2800 rpm 
Orbit 4mm 
Motor Activation Insta-Touch™ pressure activation 
Dimensions 
(w x d x h) 

3.7 x 3.9 x 2.6in 
9.4 x 9.9 x 6.6cm 

Weight 1lbs / 0.4kg 
Electrical 100-240V, 50-60 Hz, 0.7A 
Warranty 2 Years 
 
Ordering Info 
 
Item Description 
PL.BV101-E Vornado™ Vortex Mixer, grey cup, 115V 
PL.BV101-B-E Vornado™ Vortex Mixer, blue cup, 115V 
PL.BV101-G-E Vornado™ Vortex Mixer, green cup, 115V 
PL.BV101-P-E Vornado™ Vortex Mixer, purple cup, 115V 
PL.BV101-R-E Vornado™ Vortex Mixer, red cup, 115V 
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MiniMag™  
Compact magnetic stirrer 

Features 
 
 "Mini" sized, less than 3.5" wide 
 Adjustable speed control, 100 to 1500rpm. 
 Effectively mixes volumes up to 1.5LPowerful vortexing for tubes up to 

50ml 
 

 
 
Overview 
 
With a square footprint of under 5 inches, the MiniMag™ is the most 
compact stirrer in the Benchmark line. Despite its modest dimensions, the 
3.4 inch square work surface accepts a wide variety of beakers, flasks, 
bottles and other laboratory vessels for stirring volumes as large as 1.5 
liters. The stirring speed is continuously adjustable from 100 to 1500rpm. 
For temperature sensitive samples, the MiniMag™ is incubator and cold-
room safe for use from +4°C to +45°C. 
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Technical Data 
 
Speed 100 to 1500 rpm 
Max Stir Bar 30mm 
Dimensions 
(w x d x h) 

4.7 x 4.7 x 1.2in 
12 x 12 x 3cm 

Platform Dimensions 
(w x d x h) 

3.4 x 3.4in 
8.5 x 8.5cm 

Operating Temp. Range +4 to +45°C 
Weight 0.45lbs / 0.2kg 

Electrical 100 to 240V, 50-60Hz 2W. 0.2A (5V DC 
power supply) 

Warranty 1 Year 
 
Ordering Info 
 
Item Description 
PL.S1005-E  MiniMag™ Mini Magnetic Stirrer 
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Hybex™ Bottles 
Affordable media bottles, colour coded 

Features 
 
 Borosilicate 3.3 hybex glass 
 Autoclavable caps (GL45) and drip rings 
 Permanent enamel graduation markings 
 Area for bottle marking/identification 
 Autoclavable, reusable & breakage resistant 
 

 
 
Overview 
 
Hybex™ reusable media bottles are manufactured from high quality, 
borosilicate 3.3 glass. With their superior chemical resistance, these bottles 
are ideal for storage of reagents, culture media, biological fluids and a 
variety of other aqueous and no aqueous solutions. A low coefficient of 
thermal expansion (3.3) provides temperature resistance that is far 
superior to that of standard lab glass (or soda lime glass). Hybex™ glass can 
withstand temperatures from -70 to 500°C, permitting repeated use in 
freezers, microwaves, autoclaves and dry heat sterilization chambers. All 
Hybex™ media bottles include a drip-free sealing ring as well as a standard 
blue polypropylene (GL45) sealing cap. Bottles are also available with 
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green, purple, white and yellow caps, or in an assortment pack containing 
two of each color. 
 
Technical Data 
 
Material Hybex™ borosilicate glass (3.3) 
Cap Thread Size GL45* 
Temperature Range -70° to 500°C 
Sterilization Autoclave or dry heat 
Cap Material Polypropylene (140°C) 
Cap Colors Blue, Green, Purple, Yellow, White, Assorted 
 
Ordering Info 
 
Item Description 
PL.B3000-50-B Bottle, 50mL with blue cap (GL32), 10/pk. 
PL.B3000-100-B* Bottle, 100mL with blue cap (GL45) 10/pk. 
PL.B3000-250-B* Bottle, 250mL with blue cap (GL45) 10/pk. 
PL.B3000-500-B* Bottle, 500mL with blue cap (GL45) 10/pk. 
PL.B3000-1000-B* Bottle, 1000mL with blue cap (GL45) 10/pk. 
PL.B3000-2000-B* Bottle, 2000mL with blue cap (GL45) 5/pk. 

PL.B3000-SP-B* Bottle, Starter Pack with blue cap (GL45) (Pack incl. 
2 x 100mL, 3 x 250mL, 3 x 500mL, and 2 x 1L) 

PL.B3000-CAP-B* Replacement cap, blue (GL45), 10/pk. 
PL.B3000-RIN Replacement sealing ring (GL45), 10/pk. 
PL.B3000-CAP2 Replacement cap, blue (GL32), 10/pk. 
PL.B3000-RIN2 Replacement sealing ring (GL32), 10/pk. 
PL.B3000-CAP-HTC High Temperature Cap, RED, up to 180°C, 10/pk. 
 
* Please replace (-B) with (-G) for green (-P) for purple (-Y) for yellow (-W) for white or      
(-AS) for assorted caps (2 of each color) 
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